附件1

产品描述

被调查产品的英文描述如下：
The merchandise covered by this investigation is steel racks and parts thereof, assembled or unassembled. Steel racks are racks made of steel of dimensions and configurations that can be adjusted as required, with or without locking tabs or slots, and with or without bolted, clamped, or welded connections, including any of the following: uprights, posts, columns, braces, frames, beams, arms, locking devices, and rails.

A steel rack is a structure typically made from cold-rolled or hot-rolled steel structural members and includes, but is not limited to, components such as plates, rods, angles, shapes, sections, and tubes. Welding, bolting, and clipping are the typical methods of assembly.

Connections may also be made with locking devices such as clips, end plates, and beam connectors. Steel racks may be made to ANSI MH16.l or ANSI MH16.3 standards. All steel racks and parts thereof meeting the physical description set out herein are covered by the scope of this investigation, whether or not produced according to a pa1ticular standard.

The vertical components of steel racks may be referred to as uprights, posts, or columns, and may be connected with horizontal or diagonal braces to form upright frames. A typical storage configuration comprises upright frames perpendicular to the aisles that are independently adjustable, with positive-locking beams parallel to the aisle and spanning between the upright frames, and braces designed to support unit loads between the beams. A cantilever rack consists of uprights mnning parallel to the aisle and cantilever beams or aims connected to the uprights and mnning perpendicular to the aisle rather than spanning two upright frames.

The scope includes all steel racks and parts thereof meeting the description above, regardless of: (1) dimensions, weight, strength, gauge, or load rating; (2) vertical upright or frame type (including str·uctural, roll-form, or other); (3) horizontal support or beam/brace type (including but not limited to stru ctural, roll-form, slotted, unslotted, Z-beam, C-beam, L-beam, step beam, cantilever beam, and cargo rack); (4) number of supports; (5) number of levels; (6) surface coating, if any (including but not limited to paint, epoxy, powder coating, zinc, or other metallic coatings); (7) shape (including but not limited to rectangular, square, comer, and cantilever); (8) the method by which the vertical and horizontal supports connect (including but not limited to locking tabs or slots, bolting, clamping, and welding); and (9) the inclusion or not of moving components (including but not limited to rails, wheels, rollers, tracks, channels, carts, and conveyors).

Steel racks may be referred to as pallet racks, storage racks, stacker racks, retail racks, pick modules, selective racks, or cantilever racks. Steel racks that incorporate moving components may also be referred to as pallet-flow racks, caiton-flow racks, push-back racks, movable-shelf racks, drive-in racks, and drive-through racks.

Subject merchandise includes material matching the above description that has been finished, assembled, or packaged in a third country , including by coating, painting, assembling, attaching to, or packaging with another product, or any other finishing, assembly, or packaging operation that would not otherwise remove the merchandise from the scope of the investigation if performed in the country of manufacture of the steel racks and parts thereof.

Steel racks and parts thereof are also included in the scope of this investigation whether or not imported attached to, or in conjunction with, other parts and accessories such as wire decking, nuts, and bolts. If steel racks and parts thereof are imported attached to, or in conjunction with, such non-subject merchandise, only the steel racks and parts thereof are included in the scope.

Specifically excluded from the scope of this investigation are any products covered by Commerce's existing antidumping and countervailing duty orders on boltless steel shelving units prepackaged for sale from the People's Republic of China. See Boltless Steel Shelving Units Prepackaged/or Sale From the People 's Republic of China: Antidumping Duty Order, 80 Fed. Reg. 63,74r (October 21, 2017); Boltless Steel Shelving Units Prepackaged for Sale From the People 's Republic of China: Amended Final Affirmative Countervailing Duty Determination and Countervailing Duty Order, 80 Fed. Reg. 63,745 (October 21, 2017).

Merchandise covered by this investigation is currently classified in the Hrumonized Tariff Schedule of the United States (HTSUS) under the following subheadings: 7326.90.8688 and 9403.20.0080. Subject merchandise may also enter under subheadings 7308.90.3000, 7308.90.6000, 7308.90.9590, and 9403.20.0090. The HTSUS subheadings set forth above are provided for convenience and U.S. Customs purposes only. The written description of the scope is dispositive.

以下是被调查产品范围主要内容的中文翻译，仅供参考：
被调查产品为钢制货架及其零件，不论是否已装配。钢制货架的尺寸和配置可以调节，可以带锁也可以不带，有螺栓、卡扣、焊接等连接方式，有立柱、支架、框架、横梁、支撑臂、锁定装置和导轨等部件。

钢制货架一般由冷轧钢或热轧钢制成，使用的钢材种类包括板材、线材、型材、管材等。焊接、螺接和卡扣是主要的装配方法。连接件也可带闭锁部件，比如卡扣、锁杆等。钢制货架一般根据ANSI MH16.l或ANSI MH16.3标准制造。但所有符合被调查产品描述的钢制货架都是被调查产品，无论其根据何种标准制造。

钢制货架有两种，一种为隔断与立柱垂直的典型货架，另一种为隔断与立足平行的悬挂货架。

所有符合上述描述的钢制货架都是被调查产品，不论（1）尺寸、重量、强度或最大载荷；（2）立柱的形式；（3）横梁等梁的形式；（4）支撑脚的数量；（5）层数；（6）表面处理情况（是否涂镀）；（7）形状；（8）连接形式；（9）是否有移动机构。

钢制货架又称垂直货架、储存货架、零售货架、样品架。在第三国组装或包装（包括涂镀、装配、附加到其他产品上或与其他产品一同包装）的产品也是被调查产品。

美国商务部已发布税令的特定无螺栓钢制货架产品（案号A-570-018和C-570-019）被明确排除出被调查产品范围之外。

被调查产品可能会使用以下美国税则号：7326.90.8688、9403.20.0080、7308.90.3000、7308.90.6000、7308.90.9590和9403.20.0090。税则号仅供海关便利使用，被调查产品范围以书面描述为准。
